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Specifications

Features

4 Channel Standalone LCD (7”) DVR

CP-0404HL7-A

• Built-in 7” LCD, with Screen saver function

• Support mobile phone live view via GPRS/

   CDMA/EDGE/3G net

• Standard H.264 compression format

• Realtime Record & 4 ch playback

• User-Friendly GUI Menu:full control by mouse

• Excellent USB2.0 port for backup & upgrading

• With 4ch Camera power output

 
 

 

 

 

Video  

Compression  H.264  

Display resolution  PAL:720*576, NTSC:720*480  

Operation mode  record, playback,  preview,  backup  

Input channel  1 -4 channel    

Input interface  BNCx 4  (Electric level:1.0Vp -p,Resistance:75Ω) support P,N
 

Output  BNCx1 (Electric level:1.0Vp -p, Resistance:75 Ω )，VGA 7 ’LCD

 

Record Frame  PAL: 1 00fps  NTSC: 12 0fps  

Record Resolution  PAL: 352*288 1 00fps,  720*576 25 fps,   

NTSC: 340*240 12 0 fps ；720*480 60 fps

Record mode  Continual \Schedule \Motion \Alarm  

 

Audio  

Input channel  4  

Input interface  D -SUB , Line - In  

Out  put  RCAx1, Line - In(Linear electric level, Resistance:600Ω)  

 
Network  

Network protocal  10/100Base -T TCP/IP,UDP,HTTP,NTP,DHCP,DDNS  

Network function  IE remote monitor \Remote control \Remote setup \Remote playback

 

Communication 

interface  

1RS485 port  

 

Interface  
HDD Interface  1 SATA HDD  

USB Interface  one port for USB disk  

VGA Interface  1,Resolution:800×600/75Hz,1024×768/60Hz,  

 

16 CH

Model No. CP-0404HL7-A


